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KILEWS INDUSTRIAL CO., LTD. was established in July 1984.
The company began with USD$3,000.000 investment and six
staff. We created the KILEWS as our trademark with the most
professional techniques for making automatic electric screwdrivers
to the world.

In 1988, our investment grew to USD$170,000 and we decided to expand
international markets, especially for Asia region.

In 1990, based on increasing demand for KOREA market, KILEWS set up the
electric screwdriver assemioling plant in INCHON, KOREA.

In 1982, with the approval of Investment Commission, MOEA, the company
invested USE200,000 to TIANJIN TAIWE! INTERNATIONAL TRADING CO., LTD.
for internaticnal trading and Nerthern China Customer Service Center of KILEWS.

In July 1994, KILEWS (CHINA) CUSTOMER SERVICE CENTER was established
in SHEMN-ZHEN, KUAN-CHOU of China and KILEWS (H.K.) TRADING COMPANY in
DCecember in Hong Koang.

In January 1995, KILEWS completed building a new plant in Hsin-Chuang Dist.,
New Taipei City, Taiwan, R.O.C.. the capital was increased to USD$350,000 at the
same time with 46 staff through professional automatic equipment to sell our
products all over the world.

In 1996, KILEWS established two China offices- TUNG-GUAN OFFICE in April and Central China Customer & Service
Center, Shanghai in October,

In February 1997, KILEWS MARKETING (S.E.A)NSINGAPORE) was established to sell and provide service in South
-Eastern Asia.

In January 1998, AC230V electric screwdriver has been approved the certification of CE from ITS. UK. which
allowed KILEWS formally entering into the EUROPE markets. In June, acquired “the Chinese chang cheng Certification”
to meet the demand of mainland China's widei;,r market. In December, AC115V acguired UL approval to strengthen the
competition and satisfy the American markets demand.

KILEWS acquired three certifications in 1998 CE from ITS, UK. In January , Chinese Chang Cheng, China in June and
UL of USA in December.

In April 1999, in order to satisfy increasing demand of EURCPE and UNITED STATES markets, the total capital has
added to USD $1,000,000 and increased the offshore staff at about 200 excluding 85 in Taiwan.

In August 2000, in order to further expand the CHINA market, KILEWS increasad the capital to USD$3,000,000 and
established KILEWS Electric Tools (Shanghai) Co., Ltd. which manufacture electric screwdrivers for the needs of
Chinese Market.

In September 2000, KILEWS acquired CE, UL & CUL certification on DC type 32V series electric screwdriver and
Power Controller,

In December 2002, KILEWS Electric Tools (Shanghai) CO., LTD. was approved as 1509001 manufacturer in China.
In January 2003, KILEWS products passed and acquired the CCC certificates by China CQC.
In January 2005, KILEWS Electric Tools (VIETNAM) CQ., Ltd. was set up in Vietnam.

In October 2007, KILEWS new factory was set up in Taiwan and scon become one of biggest suppliers of electric
screwdriver in the world.

In October 2008, the company held a grand opening of new plant in Taiwan for preparation of being a leading supplier
of electric screwdrivers all over the world.

In January 2009, KILEWS sell-researched, developed and produced brushless motor, entering the new generation of
the small-size brushless motor. In March of the same year, KILEWS developed co-product for the brushless
screwdriver application such as counter, low recoil force screwdriver -.etc.

In 2010, Brushless technology was officially preduced and promoted in Shanghai China and soon became the highest
sale in the power tool market.

In 2011, KILEWS self-researched and developed automatic industrial brushless power torgue screwdriver series.
Focus on the convenience for the users and increase power saving, also design for energy conservation and
environmental protection as wall.

In 2012, Accomplished the development of cordless screwdriver
series product line, self-researched and developad
automatic/semi-automatic / impact series industrial brushless cordless
screwdriver and light weight, high speed automatic cordless brushless
screwdriver.

In October 2012, KILEWS SKD-BE Series won the National Brand of
‘Yushan Award. the award for outstanding business class award for the
best product.

In January 2015, KILEWS West USA Inc. was set up in U.S.A on
January 14th 2015.

http:ifwww.kilews.com.tw
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The group photo of President of Taiwan Mr. Ma Ying-Jeou had an interview with the 9th
National Brand of Yushan Award of chairmen’s award winners on January 2™ 2013.
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In 2012, KILEWS won the National Brand of Yushan Award, the award for outstanding
business class award for the best product.
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SCREWDRIVERS MODEL TYPES DESCRIPTION
TABLE OF ALL MODELS
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POWER CONTROLLER (FOR BRUSHLESS SCREWDRIVERS)

SKP Series SKP-12HL, SKP-32BC-80W, SKP-BEIZHLIBP).......coii it s 6.
BRUSHLESS HIGH TORQUE DC-TYPE AUTOMATIC TRIGGER AND PUSH START CLUTCH TYPE SERIES

SKD-BN700 Series SKD-BN730L, SKD-BN730P, SKD-BNT2ZLFMPF ... oo e Tz
BRUSHLESS MINI TORQUE DC-TYPE AUTOMATIC TRIGGER START CLUTCH TYPE SERIES

SKD-B100 Series SKD-B100L, SKD-B103L, SKD-B100LS4, SKD-B103LS4... A e B
BRUSHLESS LOW TORQUE DC-TYFPE AI.ITUMATIC TRIGGER START CLUTCH TYPE SERIES

SKD-BN200 Series SKD-BN203L, SKD-BN207L, SKD-BN210L 9.

BRUSHLESS LOW TORQUE DC-TYPE AUTOMATIC VACUUM SCREWDRIVERS
SKD-BN200 (VACUUM TYPE) Series.....
BRUSHLESS MEDIUM TORQUE DC. TYPE AUTDMATIC TRIGGER AND PIJSH START CLUTCH TYPE SERIES

SKD-BN500 Series SKD-BN512L/P, SKD-BN512LF/PF, SKD-BNS17LF/PF, SKD-BNSTOLIP ...ccoooiimimiiiiniiiiiiiciiniaie e 11.
BRUSHLSS MEDIUM TORQUE DC-TYPE AUTOMATIC VACUUM SCREWDRIVERS
SHD-BNII0 (VACIUN TYPE) S8R i saiisini diviins i i iin e b se st bbb i i 12,

BRUSHLESS MEDIUM TORQUE DC-TYPE AUTOMATIC WITH COUNTER TRIGGER AND PUSH START CLUTCH TYPE SERIES
SKD-BES00 Series SKD-BES12L(6F), SKD-BES19L(6F), SKD-BES12LF(6F), SKD-BES17LF(6F)
SKD-BES12P(6P), SKD-BES19P(EP), SKD-BES12PFIEP), SKD-BES17PF(EP).
SCREW COUNTER (FOR BRUSHLESS SCREWDRIVERS) INTRODUCTIOMN/FEATURES
SCREW COUNTER vs SCREWDRIVERS
SCREW COUNTER (FOR BRUSHLESS SCREWDRIVERS)

13

SHKP-BC32HL-100(V3.0) Counter / Power Supply § SIow-Sart. ... i i s imss it ansm e s s b assa bas s saanis 16.
SCREW COUNTER (FOR BRUSHLESS SCREWDRIVERS)

SKP-BUIIHL Counter | Power SURBIVSIOWEBIEIT: . i i o i sinivesss mitssaspisass 06 Vo mi o SASE T i SRR e em T e s 1
POWER CONTROLLER (FOR CARBON BRUSH SCREWDRIVERS) SKP Series SKP-32HL-B0W.........ccoooooiiinniiinnninn 18,

LOW TORQUE DC-TYPE AUTOMATIC TRIGGER START CLUTCH TYPE SERIES
SKD-2000 Series SKD-2000L., SKD-2200L. SKD-2300L.. ..o,
LOW TORQUE DC-TYPE AUTOMATIC VACUUM SCREWDRIVERS SKD-2000 (VACUUM TYPE) Suna
MEDIUM TORQUE DC-TYPE AUTOMATIC TRIGGER AND PUSH START CLUTCH TYPE SERIES
SKD-5000 Series SKD-5200L, SKD-5300L, SKD-5300LF, SKD-5200F, SKD-5300F, SKD-5300PF ... 2 1
MEDIUM TORQUE DC-TYPE AUTOMATIC TRIGGER AND PUSH START CLUTCH TYPE SERIES
SKD-7000 Series SKD-7000L, SKD-7200L, SKD-7800L, SKD-7800LF
SKD-7000P, SKD-7200P, SKD-TBOOP, SKD-TBOOPF ... ..o iir e et see e e m e e e 23
HIGH TORQUE DC-TYPE AUTOMATIC TRIGGER AND PUSH START CLUTCH TYPE SERIES
SKD-8000 Serles SKD-8300L/P, SKD-8400L/P, SKD-8500L/P, SKD-8300LFPF..
SCREW COUNTER (FOR CARBON BRUSH SCREWDRIVERS) SKP-C32HL Counter .f Power Supply I SIUW Stal’t
DC-TYPE SCREWDRIVERS(FOR SKP-C32HL ONLY) SKD-C2000/5000/7000/8000 Series
MEDIUM TORQUE AC-TYPE AUTOMATIC TRIGGER AND PUSH START CLUTCH TYPE SERIES
SK-3 Serles SK-3120L, SK-3180L, SK-3180LF, SK-3220L, SK-3280L, SK-3280LF
SK-3120F. SK-3180P, SK-3180FF, SK-3220F, SK-3280F, SK-3280FF..
HIGH TORQUE AC-TYPE AUTOMATIC TRIGGER AND PUSH START CLUTCH TYPE SERIES
SK-8 Series SK-8130U/P(LF/PF), SK-8140L/P(LF/PF}, SK-8150L/FP.
SK-8230L/P(LFIFF), SK-8240L/IP(LF/PF), SK-8250L/P.. A TN eyl L e e o
MEDIUM TORQUE AC-TYPE AUTOMATIC TRIGGER AND PUSH START CLI.ITCH TYPE SERIES
SK-9 Series SK-8131L/P(LF/PF), SK-8231L/F(LFIPF}
LOW TORQUE AC-TYPE SEMI- AUTOMATIC TRIGGER START CLUTCH TYPE SERIES
SI0Z Serles SICE0SLES: SEISLS, SK-2R05LE, SRBRIGLE: R s e s R R R R 29.
MEDIUM & HIGH TORQUE AC-TYPE SEMI- AUTOMATIC TRIGGER START CLUTCH TYPE SERIES
SK-2 Series SK-2125LS/LSF, SK-2135LS, SK-2145L5, SK-2225L5/LSF, SK-2235L5, SK-22451L5.
TORQUE METERS KTM-100, KTM-10, KTM-6, KTM-505, KTM-CSH.
SCREW FEEDER KFR-1050
SCREW FEEDER (FOR VACUUM TYPE SCREWDRIVER AND AUTOMATION SYSTEM) KFA-0B30
IDLY ROTATING TORQUE SCREWDRVIER

.26,

TD Serles TD-1.5K, TD-3K, TD-6K, TD-12K, TD-20K, TD-30K, TD-80K. ...t i s i samsss s s s i 34
ACCESSORIES
Auxiliary Arm KP Series KP-ALUX1T, KP-VAR, KP-VAT, KP-AUX2, KP-AUXSE, KP-AUX-CIEB/D......ccoivimiriemiscinresssnenssire e 35.

ACCESSORIES
Screwdriver IO Signal Control Box (For Manual / PLC) - Slow Start Control Module - 90* Degree Attachment

KL-SCBSN, KL-S5BN, KL-1, KL-2, KZ-1, KL-M-T, KL-M-.. et ein e s 36,
ACCESSORIES
KH, KC Series KH-1. KH-2, KH-3, KH-4, KH-5, KC-1, KC-2, KG-3, KC-4, KG-6C, KC-7C. KG-8C, KC13C. ... A T

ACCESSORIES
SPIRAL CABLE and KW, PG, LG, KL, KB Series KW-1KW-3/KW-4, PG 1LG-2LG-BFPGELG10/PG-10/LG-11
KL-2000/KL-1200/KL-600, KB-1KB-2MKB-3.......cciiiiaiiimimiiiinic i iecinacaas 38.



SCREWDRIVERS MODEL TYPES DESCRIPTION
DC-TYPE(BRUSHLESS SERIES) <AKILEWS

DC-TYPE(CARBON BRUSH SERIES)
AC-TYPE(CARBON BRUSH SERIES)

DC-TYPE(BRUSHLESS SERIES) DC-TYPE(CARBON BRUSH SERIES) _

SKD-BN519PFD SKD-5300LFD
1 [ ] ST (1]

i

—

1 2

Post 1-DC-TYPE

Post 1-DC-TYPE
Post 2-B:Brushless Electric Screwdriver Seres Post 6-Start Type:"F"-Push Start Type;"L"-Trigger Start Type
N:New generation of functional intergration Post 7-"F-High Speed Type
screwdriver series, Post 8-Bit Type
Post 6-Start Type:"P"-Push Start Type;"L"™-Trigger Start Type “A"Bit in §S 5mm,Hexagon Type O
Past 7-"F* High Speed Type “B"-Bit in S8 6.35mm,Hexagon Type O
Post 8-Bit Type “C"-Bitin M3 4@ Round Type O
“A"-Bit in $S 5mm,Hexagon Type O “D"-Bitin M6 5@ Round Type ()

“B"-Bit in 83 6.35mm,Hexagon Type ()
“C"-Bit in M3 4@ Round Type O
“D7-Bit in M6 5@ Round Type O

AC-TYPE(CARBON BRUSH SERIES)

SK-9230PFA

S P
S -TBNGO%U\?’ [ | | ]

3 L 7 8

.
=

Post 1-AC-TYPE

Post 1-DC-TYPE Post 3-Input Voltage: *1"-AC110~120Volt 50/60Hz
Post 2-RB:Power Torque( Brushless) in-line Type "2°-ACZ20~240Volt 50/60Hz
Operation(RB Type must be used with Auxiliary Post 6-5tart Type"P"-Push Start Type; "L -Trigger Start Type
Arm together) Post 7-“F"-High Speed Type
TB:Power Torque( Brushless ) T ~Type Opsratlun Post 8-Bit Type
N:New g tion of functi ir 1 “A"-Bit In $8 Smm Hexagon Type O
screwdriver series, “B"-Bit in 88 6.35mm Hexagon Type
Post 5-Start Type:"P"-Push Start Type;"L"-Trigger Start Type “C"-Bit in M3 4@ Round Type O
Post 6-Power Source Input Way “D"Bit in M6 5@ Round Type ()
“Ur-Top-cord
“D"-Bottom-cord
Post 7-Bit Type
"B"-Bitin 85 6.35mm,Hexagon Type O
“W-Round-Socket Drive () -

SKD-BE519PT[|!

v v
1 7

Post 1-DC-TYPE
Post 2-B: Brushli Electric Scr
Post 3-E: Built-in counter screwdrivers
Post 7-Start Type:"P"-Push Start Type;"L"-Trigger Start Type
Post 8-"F~High Speed Type
Post 9-Bit Type
“A’-Bit in SS Smm,Hexagon Type O
“B"-Bit in SS 6.35mm,Hexagon Type ()
“C"-Bit in M3 4@ Round Type O
‘D"-Bit in M& 5@ Round Type O

Series
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(VACUUM TYPE)]

Model
SKD-BNT22LFIPF
SKD-BNT30LP
SKD-B100LILS4)
SKD-B103LILS4)
SKD-BN203L(LSS, LS8, LS7)

SKO-BN512LIP{LF/PF)
SKO-BNS17LFIPF
SKO-BN518LIP
SKO-BEST2UP(LFIPF)
SKO-BES17LFIPF
SKO-BES19LIP
SKD-2000L

SKD-2200L

SKD-2300L
SKD-5200LP
SKD-5300LP(LFIPF)
SKO-T000UP
SKO-7200UP
SKO-TBO0LP(LFIPF)
SKO-8300LP(LFIPF)
SKO-B400L/P
SKO-8500LP
SK-3120L/P, SK-3220L/P
SK-3180LIP, SK-3280L/P
SK-A180LF/PF, SK-31B0LFIPF

SK-8130UP(LFIPF)
SK-8230L/PILFIPF)

SK-B140LP(LF/PF)
SK-B240LP{LFIPF)

SK-B150L/P, SK-8250LP

SK-9131LP(LFIPF)
SK-8231L/PLF/PF)

| sicz0s.s, sk-22081s

SK-215LS, 5K-2215LS
SK-2125LS(LSF)
SK-2225L S(LSF)
SK-2136L5, 8K-2235L5
SK-2145LS. SK-2245L.5

ABLE OF ALL MODELS J

'lbn:_].nﬂtcf,o'nl Speed(rp.m) Screw Size(mm) Features Starting Method

522
10~30
0.08-15
05-35
02-35
057

1-10
15-122-12)
37

3-18
1.5-12(2-12)
37

318
02-35
05-7

1-10

1~12
3-16(1-8)
518

7-24
8-30(2-10)
6~22{5~12)
10~30
15~45
15~12
319
15-12

5-22(5-17)

10~30(10-30)

15~45

5-20(5~13)

05-7

2-15
5~25(5~18)
5~25(5~18)
10~35
15~45

Screwdrivers
2000 26~4.0
12001900 25-4.0
1000/700(280/200)  1.0~1.7
1000i700(2600200)  1.0~2.3
ooz 1023
1000/700 14~26
1000700 16~3.0
1000/700(2000)  1.6~3.0{1.6-3.0)
2000 16-3.0
1000/700 23-35
1000/700(2000)  1.6~3.0{1.6-3.0)
2000 16~3.0
1000/700 23-35
10001700 10-2.3
1000/700 14~26
T00/500 16~3.0
10001700 16-3.0
1000/700(2000)  2.3-3.5(1.6-3.0)
1000/700 20-35
750520 28~40
530v350(2000)  3.0~5.0{2.0~3.0)
1000/700(2000)  2.6~4.0{2.0~3.0)
7500520 3.0~5.0
530/350 4.0~6.0
1000 16-3.0
1000 26~3.5
2000 20-3.0
1000{1900) 26-4.0(2.3-3.5)
700(1000) 3.0-5.0(3.0-5.0)
500 4.0~6.0
1000(2000) 26~4.0(2.0~3.5)
11001000 16-3.0
11001000 20~4.0
1000(2000) 26~5.0{2.0~4.0)
1000{2000) 26~5.0(2.0~4.0)
BANTIO 26~50
550/500 3.0~6.0

HIGH Tarque Trigger
Brushiess and
Screwdrivers Push Start
First Smaflest
Brushless
Screwdrivas
Trigger Start
Medium/
Low Torque
Brushless
Screwdrivers
Trigger
and
Madium Push Start
Torque
Screwdrivers
with Counter
Trigger Start
Dc
Automatic
Screwdrivers
Trigger
and
Push Start
AC Trigger
Aulomatic and

Screwdrivers  Push Start

AC
Sami-Aulomaic Trigger Start
Screwdrivers

Power
Model

SKP-BE32HL(BP)

SKP-12HL

SKP-32BC-60W

SKP-32BC-680W
SKP-BE32HL(6P)
(LFIPF Use only)

SKP-32HL-60W




TORQUE OF ALL MODELS (kgf.cm)

Series Model ISR REE
SKD-BNT22LF/PF
BN700
SKD-BNT30L/P
SKD-B100LILS4) e oxis
SKD-B103L(LS4) —- 1435
PP SKO-BN203LIL55, L6, LST) —- 25
1IN SKD-BN207L | — i

VADLUNTYPES

SKD-BN210L C——- -

BB SKD-BNS1ZLIPILFIPE) B ———a

210Gl SKD-BNS1TLEIPE e
SKD-BNS18LIP - :- i
SKD-BES12LIP{LFIPF) L -1

(1= o} SKD-BES17LFIPF - 117
SKD-BES13LIP e ———— ]
SKD-2000L - 0315

[V SKD-2200L — 05!
SKD-2300L -
SKD-5200LP -
SKD-5300L/P(LFPF) = LRI i
SKD-T000LP £

[ SKD-7200UP T4
SKD-7800LIP(LFIPF) I I ——— 1%
SKD-8300L/P(LFIPF) B it ———

8000 EORLIIN —( 113
SKD-8500UP - -
SK-3120UP, SK-3220UP ———— 11
SK-3180, 3280LP —— i
SK-31B0LF/PF, 3280LFIPF - 1517
SK-6130, 8230LP r——
SK-5130, B230LFIPF o 50

- SK-6140, B240LP ]
SK-8140, B240LF/PF —.. 1
SK-5150L/P, SK-8250LP | —
'SK-NSL |231LP A

3K-8131, 9231LF/PF — -t
3K-205L3, SK-2205L5 — 15
SK-215L8, SK-2215L8 1
SK-2125L8, 222508 5
SK-2125L5F, 2225L5F s
SK-2135L5, SK-2235L5 - 10-05
SK-2145LS, SK-2245L5 E——— 1515

(1kgf.cm=0.098N.m, TN.m=8.85Lbf.in, 1N.m=10.2kgf.cm)



k€ CMATE poWER CONTROLLER (FOR BRUSHLESS SCREWDRIVERS)
SKP Series [ SKP-12HL, SKP-32BC-60W, SKP-BE32HL(6P)]

SKP-32BC-60W

SKP-12HL

SKP-BE32HL(EP)

@®Power switch : ONIOFF indicator. Two kinds of output voltage

Hi & Lo.

@®Please set the torque scale below 4 for operation when the
voltage of SKP series is set as Lo or below 32V,
@ Support variant plug type for different country.

Fe—

O 200
—— 80
SKP-BE3ZHL(GP)
L7 4 — !3'0
100
O | —
— w0 —
— —
SKP-32BC-60W SKP-12HL
aPIN

Input Voltage
Output Voltage
Capacity

| R

Remark

Applicable Models

‘SKP-12HL

AC 100-240V 50/60Hz
LODCOV/HIDC12v  LODC 24V / HI DC 32v

25A
100X50X35(mm)
144 5(main body)
2M with ground

AC 100-240V 50/60Hz

1.8A MAX
145XB0X35(mm)
250(main body)
2M with ground

cus c@m (€

SKD-B100 Serfes

SKD-BN200 Series
SKD-BN500 Series
(not included F type series)
BKD-BES00 Series
(not included F type series)

AC 100-240V 50/60Hz

LO DC 24V / HI DC 32V

3A MAX
200XBOXE6(mm)
460(main body)
2M with ground

‘/H/mﬁ.

SKD-BN200 Series
SKO-BNSOD Series
SKD-BES00 Saries
SKD-ENTOD Series

Plug Feature

(U.3.A plug)

4y

(EUROPE plug}

B
B

{INDIA plug}




BRUSHLESS HIGH TORQUE DC-TYPE AUTOMATIC
TRIGGER AND PUSH START CLUTCH TYPE SERIES

SKD-BN700 Series [ SKD-BN730L, SKD-BN730P, SKD-BN722LF/PF]

External Dimension

Frct]

SKD-BNT00L

N.m

4.90

@Brushless feature is applicable in a clean-room envircnment, The
output of torque is highly stable. It is not only a easy-operate 4
equipment but also be operated continuously for a long period.

@One LED on the housing is to remind the operators that the
scewdriver is connecting to the power controller.

@Besides, it is a non-carbon, low-noise equipment, and low voltage.

®The best choice when composing the vertical's internal parts andlor
any large-size electric equipments, including home appliances,
LED/LCD panels and etc.

@®Optional accesscries spring balancer hoist or pistol grip can be added
for easy and safe operation.

Specifications

{204

218

Accessories

m BNT22LFIPF | SKD-BN730LP Torque Fixing Ring | | Torque Adjuster
ooy |7 o
Power Consumption HEW HEW E. !‘3
5-22 10~30
4.33~18.12 B.B7T-26.02
0.49-2.16 0.96~2.94 P
Repeatable Torqua Accuracy(%) 3% L
Torque Adjustment Stepless
Free Speed | Ak A0
(r-p.m) 1500 900
Screw Size Dia | Machine Screw 26~4.0 26~4.0
(mm) | Tapping Serew 26-35 26~35
Waight(g ] 800
278
A (with black housing) Spring Balancer Pistal Grip
KL-1200 LG-8. PG-B
v
= SKP-BE3ZHLIGR)
sK-05524.69

Bit Type

A
E,_HL

=B




; BRUSHLESS MINI TORQUE DC-TYPE AUTOMATIC
e
[‘%‘m TRIGGER START CLUTCH TYPE SERIES

SKD-B100 Series [ SKD-B100L, SKD-B103L,
SKD-B100LS4, SKD-B103L.S4]

@ External Dimension
y ) 164,40
Y
First small brushless DC-12V — | al
screwdriver in the world o I-l = ]
Ix]
Torque Range Chart
MN.m
0.4
- 0.34
0.3 = T
oz |
@ Adopting the high function of innovation and brushless feature. [ la.15
Durable and permanent life-time. Motar maintenance is B ] =2
UNMecessary. 0.1 |4
®Small and light weight, noiseless, streamlined appearance, high L
stability and easy to use. [, e

@First creation of the most smallest and lightest brushless feature. o

@First innovation of Forward/Reverse switch modes. Screws can
e loosed easily just in a moment without switching the
switches’ modes.

@Two lowest tarque specifications: 0.08~1.5Kgf.em /
0.5-3.5Kgf.cm. Best choice for praducing high precision
products, such as watches, high precision hard-driver and eto.

@1000rpm / 700rpm ; 280rpm / 200rpm rotation rates: directly
switching from power source.

@Certification: ETL and CE

@ Ant-static electricity selections on the Gover Housing.

Specifications

DCav or DC12V
(g0l 008-15 0535 008-15 05-35
(EA T 0.07-1.33 044-301 0.07~133 044-301
0008-0.15 005-0.34 0.008-0.15 0.05-0.34

5%
Stepless

1000 1000 280 280

700 700 200 200

’ Accessories

b i PRI oo B e 23 oy s ¢ i |

10-15 1.0~20 10-15 10~20 T T ]
Power Controller Specification Fe
170 ' Torqua Fixing
N 165 | Model [RETLEFLT s
Power Controller SKP-12HL ([T 8 AC100~240V 50/60Hz
ESD(Anti-Static) W {with black housing) Output Violtage FEYsle: NI RE

CE v Capacity 2.5A i
3 108X50x35
¢ e el T Weight 1445
N3
B Cord Length M

Bit Type




BRUSHLESS LOW TORQUE DC-TYPE AUTOMATIC (é KILEWS

TRIGGER START CLUTCH TYPE SERIES
SKD-BN200 Series [ SKD-BN203L, SKD-BN207L, SKD-BN210L]

External Dimens _

SKD-BN200L

rque Range Chart
@.|

BRIN

093

@Adopts High-Functional Brushless Motor, marvelous lifespan and
strong durability to repair and maintenance almost neediess. 0.75 ! : ! A

@Smaller size, light weight, low noise-pollution, fashionable design, high 5 069
stability and easy operation motor which gives the benefit of longer 9‘“0 107\'
warking-time. (3 years warranty an motor) 05 5!"9

@Brushless Motor has more stable torque output : It is best to fit for 0.34
operating in clean-room circumstance and ne worry of pollution will be
arisen,

@Best tood to assemble Watch, Laptop. Digital Camera, DVD Player,
Cell Phone, Communication Equipment and High tech Products which
nead o be assembled in clean-room,

= WSQ\,ESJLST I

Accessories

| Torque Fixing Ring | | Torqus Adjuster
e |KC-13C KW-4
Input Voltage - =
=
0.2~3.5 0.2~35 02~35 0.2-35 057 1~10
0.18~3.01 0.18~3.01 0.18~3.01 0.18~3.01 044~6.10  0.89~-867
0.02~0.34 00034 002-034 0.02~0.34 0.05-0.68  0.10~0.88
3%
! | Suspension Rack Spring Balancer
Staple | KH-5 KL-600
1000 500 370 230 1000 1000
700 360 260 160 700 700
1.0-23 1.0~2.3 1.0~2.3 1.0-2.3 1.4~2.6 16~3.0
1.0-2.0 1.0-2.0 1.0-20 1.0-2.0 14-2.3 16-26
385
Length(mm) 185
ESD(Anti-Static) v (with black housing) Power Contralier
SKP-328C-B0W,
v
W
: B C ey
Bit Type St $10 RF

#SKD-BNZ03LE5 can not work with KL-SSBN skow start control madule : .



(ém]!m BRUSHLESS LOW TORQUE DC-TYPE AUTOMATIC

VACUUM SCREWDRIVERS
SKD-BN200 (VACUUM TYPE) Series

External Dimensi

233,59

@®\acuum screwdriver was taking the series of SKD-BN200L as
reference and being created by adding the vacuum head. The main
purpose is sucking the non-magnetic screws, such as plastic
screws / aluminum-made screws / stainless steel screws and any
other screws that does not contain magnetic.

®Any type and specification of screws can be sucked which only
need to replace the head to KS-2B.

@®The volume of vacuum screwdrver pump is small; it is sutable to
all kinds of vacuum screwdrivers.

@The suction of vacuum pump is powerful; if the screws tray is using
together, it will ba more convenient and easy. The screws can be
placed at the tray first and then sucked by the vacuum screwdriver,

Bit nozzle
specification

|
same with

SKD-BNS0O series

‘SKD-BNZO3LmoUUM TYPE| SKD-BN2OTLIvwcuuW TYPE] SKD-BMZ10LARCUUM TYPE! SKD-BNRMILSSIMCUUMTYPE) SKO-BNAGLSEACUUM TYPE] SKD-EBMRILETACULN TYPE]

DC24V or DC32V
0.2~3.5 0.5-7 1~10 0.2-3.5 02-35 0.2-3.5
0.18~3.01 0.44~6.10 0.89-8.67 0.18-3.01 0.18-3.01 0.18~3.01
0.02~0.34 0.05-0.69 0.1-0.88 0.02-0.34 0.02-0.34 0.02~0.34
Repeatable Torque Accuracy 3%
Torque Adjustment Slepless
1000 1000 1000 500 370 230
700 700 T00 350 260 160
1.0-23 1.4~286 1.6-3.0 1.0-23 1.0-23 1.0-23
1.0-2.0 14-23 1.6-28 1.0-20 10-20 1.0-20
~ Power Consumption | 250
385
Length{mm) 234
ESD(Anti-Static) W (with black housing)
N
v
Power Controller SKP-32BC-60W
Bit Type 3 @1}_%:'@- C ST Bt

=
L0 —ad p=

<ar=



BRUSHLESS TORQUE DC-TYPE AUTOMATIC E m

TRIGGER AND PUSH START CLUTCH TYPE SERIES
SKD-BN500 Series [ SKD-BN512L/P, SKD-BN512LF/PF, SKD-BN517LF/PF, SKD-BN519L/P]

External Dimension _
- Bazy N

| 235 192,75

W nangacar / bt
oAt g SKD-BNS00P
Torque Range Chart
N.m
20
1.86
@ Adopts High-Functional Brushless Motor, marvelous lifespan and 167
strong durability to repair and maintenance almost neediess.
@Smaler size, light weight, low noise-pollution, fashionatle design, high 1.18
stability and easy operation motor which gives the benefit of longer
working-time., {3 years warranty on matar)
@Brushless Motor has more stable torque output ¢ 1t is best to fit for
operating in clean-rocm circumstance and no worry of poliuticn will be
arisen,
@Best tool to assemble Watch, Laptop, Digital Gamera, DWD Player,

need to be assembled in clean-room

@ The scrawdrivers have two spaed selections can be changed to Hi and Accessories

Lo{High speed screwdrivers model except), stable R.P.M.

Cell Phone, Communication Equipment and High tech Products which 1 2 3 4 5 6 7 8

Torgue Fixing Ring | | Torgue Adjuster
KC-6C Kw-3
SKD-BNS12L  SKDBNS12P SKD-ENS12LF SKDBNSI2PF SKO-BNSITLERF SKD-ENS1SLP '
DC24V or DCA2Y
Power Consumption S55W
(kgf.cm) 1512 12 15~12 212 317 319 Susponsion Rack | [[Spring Balancar
Torque (A 133-1048  177~1044  133-1044 1.77-1044 257~1478  257-1646 | "4 KL-1200
045~118  02-118  045~118 02118 0.29~167 0.20~166
3%
Stepless
1000 1000 2000 2000 2000 1000
o0 700 - - - 00 90" Degree
Attachmant
1630 1630  16-30  16~30  16-30  23-35 KL2
16-26  16-26  16-26  16-26 1626  23-3.0 -
520
Length(mm) 245 Pislol Grip
= . = LG-10, PG-10
ESD(Anti-Static) ~ (with black housing)
v | Power Gontroller
v
- 5 € g o i e
S "eeg IO IO B B A




EA{INAF BRUSHLSS TORQUE DC-TYPE AUTOMATIC
VACUUM SCREWDRIVERS

SKD-BN500 (VACUUM TYPE) Series

External Dimensi

e
s B own

BPIN

@'acuum screwdriver was taking the series of SKD-ENSOOUP as
reference and being created by adding the vacuum head. The main
purposa is sucking the non-magretic screws, such as plastic
screws / aluminum-made screws [ stainless steel screws and any
other screws that doas not contain magnetic.

®Any type and specification of screws can be sucked which only
need to replace the head to KS-58.

@The volume of vacuum screwdriver pump is small; it is suitable to
all kinds of vacuum screwdrivers.

@The suction of vacuum pump is powerful; if the screws tray is using
together, it will be more convenient and easy. The screws can be
placed at the tray first and then sucked by the vacuum screwdriver.

ecifications |
| vl piaideeifoden

Input Voltage DC24V or DC32Y
1512 2z 8 M7 52 212
Torque [th.inl 1331044 1.77-1044 257-16.46 257~1478 1.32~1044 1.77-1044

0454118 02118 029-186 029~167 0.15~1.18 02~1.18 Bit nozzle specifica
Repeziable Torgua Acouracy} 3% Bit Dia (mm)
Torque Adjustment Slepless PARTNO @1 @2 D H EiSiee

1000 1000 1000 2000 2000 2000 @ P11032 22 3 4 1.3 00X1.5%60 e
700 700 700 - = =  PM032127 4 5 15 OX2.0X60 %ﬁ 4
1.6~3.0 1.6~3.0 23~3.5 1.6-3.0 16-3.0 1.6-30

] 1.6-26 16-25 23-30 16-26 16-28 1.6-26 PHIN22 3245 55 2 RGN °
S5W P11032-3 3.7 58 6.8 3 ow At

Weightig) 520

283
ESD(Anti-Static) W (with biack housing}
A
A
SKP-32BC-60W SKP-BE3ZHL(EP)

B 11 ;; D M5 — -dh—l‘
SRR *fm:"ﬁb Lt P11032 prose| | piosz2 || Pi10ses




BRUSHLESS TORQUE DC-TYPE AUTOMATIC WITH COUNTE m
TRIGGER AND PUSH START CLUTCH TYPE SERIES
SKD-BE500 Series [ SKD-BE512L(6P), SKD-BE519L(6P), SKD-BE512LF(6P), SKD-BE517LF(6P)]

[ SKD-BE512P(6P), SKD-BE519P(6P), SKD-BE512PF(6P), SKD-BE517PF(6P)]

ternal Dimension

@Erushless motor, the perfect combination of scraw counter and electric
screwdriver, and most fit for operating in the clean room envirowment.
@Torgue range from 1,5-18Kgf.cm is medium & small-sized screwdrivers, )
Widespread and extensively applied by users. SKD-BE500L(6P)
@SKD-BE series is one compact of LED counter and elactric screwdriver.
Two-color housing, easy to aperate, suttably used on production line and que Range Chart
affectively control numbers of fastening screws and operation quality.
@Easy to set up, completa function, user can set up this counter according to N.m
needs of work and leave system automatically to inspect the precision of 20
fastened sorews.
@This system can set up Effective Count Number(SC), Automatic Zero{At), Start

5154

Detact Timea(Lt), Stop Time(Ht), Double Confirm Time after Fastening{LL), 15
Waiting Time between Two Screwdrivers. Professional designs for the nesds of <
users.

@Autcmatic Leamning can complete necessary time from start to fasten, let user 1.0

confirm whather it is an ideal fastening value.

@Signal output by OK ALLIOK CNEM.G. in the screwdrivers. open collector. The
user can salact an_c:thsr wira to connect PLC if nacessary. 0.5

@17 start time dossn 1 5top as over Ht time, tat means stripped or wrong screw ; If
start time stops before Lt time. that means screws stuck or wrong. This function
can effectively determine whether screw fastening is right or wrong.

@After setting up screws fastening, shut-off can be confirmed just one time during

pra-set tme,
Execute under general pre-set program * =
e Accessories

= -

Data Chart * e

i o ol [mdmwapll] g Torque Fixing Ring | | Torque Adjuster
[Tt DX wormtios e va v g | KC-6C Kw-3
s | 1 [T T —

stop fims. Lt start detect fime. "'"-

LL:Reconfirm tima after scrow fastening ¥

Suspension Rack
KH-4

1542 P2 152 2 317 317 313 18
1331044 1.77-1044 1331044 1771044 257~1478 257-1478 257-16.46 2.57-1646
015118 02-148 015-118 02-118 029-167 0.29-167 029-1.86 D0.29-136 Spring Balancer
5 e KL-1200
_ Torgue Adjustment Stepless Pawer Controller
Free Speed | HI_ 1000 1000 2000 2000 2000 2000 1000 1000
(r.p.m) LO 700 700 - - - - o0 700
16~30 16~30 16-30 16-30 16-30 1630 23-35 23-35
16~26 16-26 16-26 16-26 16-26 16~26 23-30 23-30
Pistol Grip
g g?g Fm"f:‘j:%f”mml LG-11, PG-11
ESD{Anti-Static W (with biack housing)
= 5 v
[ v
© bt i
Ag%ﬁ a%%—_ @;‘ﬁu g ::@-:J "é} SKP-BEIZHL(ER) .



SCREW COUNTER (FOR BRUSHLESS SCREWDRIVERS)
INTRODUCTION/FEATURES

Introduction

In order to achieve accurate counting on screw
fastening and work together with PLC based process
control, KILEWS integrate screw counter, power
supply, and slow start function into unique device
which is both power supply and screw counter as
well. Our screw counters are designed more
conveniently and perfectly to meet users'
practicability-and availability.

Features of SKP-BC32HL-100(V3.0)

@High / Low speed switch / HilLo voltage switch protection function

@Slow start time (0.0-9.9 second)

@Slow start speed Level (L0O:100%, 35%~85% L1~-L9 Rated speed)

@ Target reached Confirm (enable / disable)

@Input / Output function control

@External start Input Control

@External reverse Input Control

@External enable Input Control

@External confirm Input Control

@Expanding 5 sets data memory

@ Auto-Learning function for time monitoring

®Before tightening reverse

@ After tightening reverse

@ Counting mode (count up / count down)

@Signal output (OK 1/ OK ALL / NG)

@Cancel NG signal (Use external Clear or Confirm
button to cancel NG signal)

@Operation complete time

@Self locking when counter detect error (enable /
disable)

@ Sensor mode (Applications according to
different operation use)

@Error code by monitoring

@5Strong anti-interference capability




SCREW COUNTER vs SCREWDRIVERS

SKP-BC32HL

SKD-BC203L
SKD-BC207L
SKD-BC210L
SKD-BC512L
SKD-BC512P
SKD-BCS519L
SKD-BC519P

SKP-BC32HL-100(V3.0)

SKD-BN203L SKD-BN512L SKD-BN512LF
SKD-BN207L SKD-BN512P SKD-BN512PF
SKD-BN210L SKD-BN519L SKD-BN517LF

SKD-BN519P SKD-BN517PF
SKD-BN730L
SKD-BN730P
SKD-BN722LF
SKD-BN722PF




RS LIWAE SCREW COUNTER (FOR BRUSHLESS SCREWDRIVERS)

SKP-BC32HL-100(V3.0) [Counter / Power Supply / Slow-Start]

EXTERNAL DIMENSION

SKP-BC32HL-100(v3.0)

AG 020 12

Output Voltage DC 32V 24V 16754

Power Consumption BOW
o
Count method Count-up.” Count-down
Work with Sensor ON/OFF
GATE Sensor ON(2 Sensors),~”OFF(1 Sensar)
Slow-starl lime adjuslable 0~8.9 seconds
R B E TR L0 10027, 3526~8504 L1~L9 Rated speed
Running Time limit-LO 0.00~9.99 seconds
Running Time limit-HI 0.0~9.9 seconds
Reminder Mode ON,#"OF /FF ~EF with LED and buzzer

o
BPIN

" SKD-BN200L
(Series)

2,
BPIN

SKD-BN500(L/F)
(Series)

Auto ZERO ON,//OFF
Forward,/Revers,/ Dlsable,/ Confm,/Sensor / lear

External outputs ON/OFF
Screwdriver Control HI~LO i Slow-Start
Outtside Dimensions 200%130X100(mm)

Weight(Kg) 1.53
Accessories Power cordX1 ~ Keyxz

Remark =((‘D. CE yfaks

SKD-BN200 (Series)
Ll EDIELIEREEEN  SKD-BNSO0(LF/PF) (Series)
SKD-BNT00(Series)

GPIN GPIN

SKD-BN500(PF) SKD-BN700(L/P)

(Series) (Series)

16



L —

SCREW COUNTER (FOR BRUSHLESS SCREWDRIVERS) [& [3]!§EE
SKP-BC32HL [Counter / Power Supply / Slow-Start] .

SKD-BC200L (Series) SKD-BCS500 LIP (Series)

Specifications

Model SKP-BC3ZHL
Input Voltage AC 100V-240V 50/60Hz
Output Voltage DC 32V/24V 1.8A/3A
Power Consumption BOW
Count 1~89
Count method Count-up/Count-down
Waork with Sensor ON~OFF
GATE Sensor ON{2Sensor). OFF(1Sensor)
Slow-start time adjustable 0~8.9 seconds
Slow-start speed adjustable JRTUERIE NN EAE BRG]
__ Running Time limit-LO 0.00~9.99 seconds
Running Time limit-H| 0.0~9.9 seconds
Reminder Mode ON/OF/FF/EF with LED and buzzer
Auto ZERO ON.~OFF
External inputs Sensor.~Reset
OK. /NG~ OK ALL
HL-LO ; Slow-Start
Weight(ka) 0.82kg
Outside Dimensions 150X48X130(mm)
Aefossnice Power oomm_ Suspension bailX2
Terminal BlockX1

@. €

External

0=l

0.2~3.5 0.5~-7 1~10
0.18-3.01 0.44-8.10 0.85-8.67
0.02-0.34 0.05-0.89 0.10-0.98
1000 1000 1000
Too oo Foo
1.0~23 14~286 1.6~3.0
1.0-2.0 14-23 1.6-286
3as5 aas 3as
185 185 185

15-12 3-19 2-12 310
133~10.44 2.57-16.46 1771044 2.57-16.46

0.15-1.18  0.29~1.86 0.2~1.18 0.29~1.86
1000 1000 1000 1000
700 700 700 700
1.6-3.0 23-35 1.6-3.0 23-35
1.6-2.6 23-3.0 1.6-2.6 2.3-3.0
s om0 sw 520
Length(mm} 245 245 245 245

@Auto detect missing screw, screw stripped, floating lock and wrong choosing of
SCrew.

@Selectable, auto-reset or manual reset,

@ 5uitable for operation in the clean room.

@The most complede function system such as the setting for SL, SC, RC, SP,
aute reply the output timing AT, LT, HT, LL. This is the most professional design
and chalce,

@ Slow-start function, which is able to set slow-start time and rotation speed level
from LO-L9 to control the screwdriver siarl from low speed fo normal rolation
speed.

@ Auto-Learning function, to measure the lime for screw fastening, is convenient
when the users simulate the time of the screw fastening for the special screws
@Expanding 5 sets data memory, The users can choose single sel to operale or
5 sets to operate cyclically like as one screwdriver used as 5in 1. If's the best

choice of screws counter.

@Displaying the quantity of unfinished or fastenad screws, and the users can add
extenal sensor switch to avoid any mistake from shortage of screw fastening.
And it is able to prompt user automatically while the fastening job is done as
setiing. Screw counting is also able fo connect external devices.

@ 5Setting output inpul signal (Open Collector) such function is suitable for semi or
full automatic. Production line and function for contact point of relay, to prevent
operator from improper operation. And make an accurate caleulation by signal
of sensor.

@Enable to connect with extemal PLC system to make production line
humanistic. Calculate the screws numbers which must be fasiened by
computer to avaid any unnecessary neglect of screw fastening.

@Thiz system provides DC voltage which can connect to CN1(V+) and
CNS{COM) to use the voltage.

@Prevent the screw fastening mistake and can connect the sensor to detect the
mistake when the screws fastening, then force to shut-down and show waming
message.



£ [AINA[E POWER CONTROLLER (FOR CARBON BRUSH SCREWDRIVERS)

SKP Series [ SKP-32HL-60W]

External Dimen

GPIN SKP-32HL-60W

SKP-3ZHL-60W
@®Output voltage : DC24Y and DC32V two selections. (U.S.A plug)
@Power switch : ONOFF indicator, Two kinds of cutput voltage Hi & Lo, P
@SKP-32HL-60W is a kind of intelligence power contraller. Input . s 1
100%-240V by AC power source allows. |
@SKP-32HL-E0W has two output voltage levels, 32V and 24V, for . :éﬂ]ﬂ
user to choose. t
@Please set the torque scale below 4 for operation when the voltage

of SKP series is set as Lo or below 32V.

@Equipped with grounding device for eliminating static shock and
ant-EMC,

@ Support variant plug type for different country.

AC 100240V 50B0Hz
Low DC 24V / Hi 32V
26 MAX
Outside Dimensions 13EXBOX34(mm)

Weight(g) 0.25kg
AC Cord Length 2M with ground

One screwdrivar

‘SKD-2300L, SKD-22000, SKD-2000L

SKD-EZ00L, SKO-52009

‘SKD-5200L, SXD-53007, SKD-EC00LF, SKD-5300°F
‘SKD-TO00L, SXD-TO00R, SKD-T200L, SXD-7200°
SKD-TEOOL, SKD-7800P, SKD-TEOULF, SKD-TA009%
‘SKD-B300P, SKD-3400F. SKD-BE00F, SKD-8300PF
SKD-B300L, SKO-8400L, SKD-ES00L. SKO-8300LF

—_ ESD(Anti-Static) _| =

Applicable Models




LOW TORQUE DC-TYPE AUTOMATIC
TRIGGER START CLUTCH TYPE SERIES

SKD-2000 Series [ SKD-2000L, SKD-2200L, SKD-2300L]

@New technology, ergonomic two-color housings, high
temperature-resistant, vibration-resistant, friendly holder,
fashionable appearance, light, good operation, free from fatigue N.m
under long-time using.

External Dimensi

®Low torgue 0.2kgf.cm within accuracy =3%.

@5mall, light body 270g. specially design for the precisa needing of
tiny screws,

@High tech DG motor with parts made in JAPAN with high-quality
extra strong magnet, low electric current, stable running, high
stability and automatically stop as the screw fastenad.

®0-8 stepless torgue adjustment, rotation speed selected by
switches, H & Lo,

@ Best for ingdustry of cell phones, digital cameras, notebook
computers, PDA, DWVD, MP3, CD-R, LCD and high-tech computer
peripheral.

@ Torque fixing ring (KC-4) can be set to fix torque. Slow start is

0.98
0.69
0.34

optional far necessity.
@SKD-2000L Trigger series meet UL.CE approval and ESD is
offered for the needs of customer.

Model SKD-2000L SKD-2200L SKD-2300L
ut Voltag DC24V or DC32Y
25W
0.2~35 0.5~7 1~10
0.18~3.01 0.44~6.10 0.89~867
0.02~0.34 0.05~0.69 0.1~0.98
3%
Stepless
Free Speed 1000 1000 700
(rp.m) 700 700 500
Screw Size Dia 1.0-23 1.4-26 1.6-3.0
(mm) Tapping Screw 1.0~-2.0 14~2.3 16~2.6
Weight(g) 270
Length({mm) LC/213 LBi222
ESD(Anti-Static) W {with black housing)
v
v
SKP-32HL-60W
B C oy b | e T
Se o

Torque Fixing Ring
KC-4C

{ %

|

Torque Adjuster

Suspension Rack
KH-4

Power Controfier

SKP-32HL-60W

Spring Balancer

HL-1200, KL-S0O .



[AIMETHE LOW TORQUE DC-TYPE AUTOMATIC
VACUUM SCREWDRIVERS

SKD-2000 (VACUUM TYPE) Series

External Dimension

®\acuum screwdriver was taking the serias of SKD-20000L as
reference and being created by adding the vacuum head. The main
purpose is sucking the non-magnetic screws, such as plastic
screws [/ aluminum-made screws [ stainless steel 2craws and any
other screws that does not contain magnetic.

@Any type and specification of screws can be suckad which only
need to replace the head to K5-2.

@ The volume of vacuum screwdriver pump is small; it is suitable to
all kinds of vacuum screwdrivers.

@The suction of vacuum pump is powerful; if the screws tray is using
together, it will be more convenient and easy. The screws can be
placed at the tray first and then sucked by the vacuum screwdriver.

SKD-2000L  SKD-2200L  SKD-2300L
(VACUUM TYPE)  (VACULM TYPE}  (VACUUM TYPE)

Input Voltage DC24V or DC32V
(kgf.cm) 0.2-3.5 057 1-10
Torque (Lbf.in) 0.18~3.01 044610 0.89~8.67
0.02~0.34 0.05-0.69 0.1-0.98

Repeatable Torque Accuracy(%) 3%

Torque Adjustment Stepless PARTNO d¢1 d2 D H S4Sinm
Free Speed 1000 1000 700 P11032 22 3 4 1.3 00X1.5X60
700 700 500
fo—————— P1103211 27 4 5 1.5 OX2.0X60 7
Sorew Size Dia | Machine Screw IR RIPE) 14-26 1.6-3.0
) o i 1-2g  P110322 32 45 55 2 1X25X60
25w P11032-3 37 58 68 3 ot

BNG00:2X3.0450

G ook ovsing
CE AY

>

Power Controller SKP-32HL-60W

B — c 15| - 1T
Bit Typ == &ﬂ:ﬂ 53
. _ iy 2SI Rk P11032 P11032-1 P11032-2 P110323




TORQUE DC-TYPE AUTOMATIC
TRIGGER AND PUSH START CLUTCH TYPE SERIES

SKD-5000 Series [SKD-5200L, SKD-5300L, SKD-5300LF]
[ SKD-5200P, SKD-5300P, SKD-5300PF 1

@New technology, ergonomic two-color housing, high
temperature-resistant, vibration-resistant, slip-resistant, friendly
holder, free form fatigue under long-time using and high working

efficiency

@Low-valtage automatic cluteh electric screwdrivers with power
cantrollers, can keep long-time operation, high stability, no
influence by fluctuated voltage and high efficiency.

@High tech DC motor with parts made in JAPAN. Fast start with low
electric current. Stable torque within accuracy £3%.

@0-8 stepless torque adjustment, rotation speed selected by

switches Hi & Lo,

@Suitable for high-tech PC, laptop, game cube, etc, Torque fixing
ring{KC-6C) can be set to fix torque.
@There are four kinds of bit halder-4 B,C.D. Any screw, socket and

nut can be used.

@SKD-5200L Trigger series meet UL, CE approval and ESD is
offered for the needs of customer.

SKD-5000P

Torque Range Chart

Input Voltage
Power Consumptlon
(kgf.cm)
Torque | (Lbf.in)
Repeatable Torque ceuracy(

Torque Adjustment

trnn'n

Tapping Screw
Weight({g)
Length(mm)
ESD({Anti-Static)

SKD-5200L SKD-5200P SKD-5300L SKD-5300P
DC 24V or DC32V
A8W
3-18
2.57-13.89
0.29~-157
3%
Steplass
1000
700
23~35
23~30
480
230

112 2-12
0.89-10.44 1.77-10.44
0.1~1.18  0.2-1.18

1000
700
1.6~3.0
1.6-286

1-8
0.88~6.9
0.1~0.78

1.77-6.9
0.2~-0.78

1.6-3.0
1.6~26

W (with black housing)

v
v
SKP-32HL-60W

et 2

ATESdr
‘,H e 4.

¢ et

20 o

o e s ]

e =

Accessories

Tormque: Fixing Ring [ | Torque Adjuster
KC-AC K3
1
L
Susnansmn Rack ing Balancar
I KL-1200
Power Controlier
-
90° Degree
Attschmant
KL-2
fonly "L type) SHP-32HL-B0W




TORQUE DC-TYPE AUTOMATIC
CAINAE TRIGGER AND PUSH START CLUTCH TYPE SERIES

SKD-7000 Series [SKD-7000L, SKD-7200L, SKD-7800L, SKD-7800LF ]
[ SKD-7000P, SKD-7200P, SKD-7800P, SKD-7800PF ]

External Dimensio

SKD-7000L

SKD-T000P

rque Range Chart

EPIN

®Low-voltage automatic clutch electric screwdrivers with power

controllers, can keep long-time operation, high stability, no influence N.m

by fluctuated voltage. 3.0
@Be operate with torque fixing ring {KC-2) most applied to office

machines, PC peripherals. 43
@High technology motor, made by extra strong magnet, fast start 20

and low electric current. Fan and vent let motors fast heat

emission, low temperature for successive using. 1.5
@Clutch is made by alloy steel materials made in JAPAN, sclid and
endurance, fatique-resistant, high stability and long lifespan
@Precise torgue is able to set from small to large, range stepless, 05
stable, fast speed, easy operation and high working efficiency.
@®Any screw and socket can be used. As fastening process reach
pre-set torque, clutch will be autornatically stopped as well.

Specifications |

Model SKD000L SKD-T000P SKO-T200L SKDT200P SKDTHOL SKDTROUP |SKDTHOLF SKOTSU0PF Toraue Fxinging | [ Tor Ao '
Input Voltage DC24V or DC32V DC32v I
Power Consumption 50w 1
‘ 5-18 7~24 8-30 2-10 :
I ) 4.34~1558 5.11~208 6.9~26.02 1.77-8.67
( 0.48~1.76 0.68~2.35 0.78~2.84 0.2~0.98 ——— e i—
] ab . i y £3% KH-2 KL-1200
Stepless
Free Speed | 1000 750 530 2000
(r.p.m} 700 520 350 =
Sarew Siza Dia | M e 20-35 26-40 3.0-5.0 20-3.0 : —
(mm) | Tapping Screw 2.0-3.0 2.6-3.5 3.0-4.0 20-26 4 R Conpohar
Weight(g) 60D
Length{mm) 260 I
ESD(AntEStatic) v (vt blek nousing oo
CE W KL-1
= oty " byze) SKP-32HL-B0W
SKP-32HL-60W
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HIGH TORQUE DC-TYPE AUTOMATIC
TRIGGER AND PUSH START CLUTCH TYPE SERIES (CSKILEWS

SKD-8000 Series [SKD-8300L/P, SKD-8400L/P, SKD-8500L/P, SKD-8300LF/PF]

rque Range Chart

N.m

8.0

@Torque range : 6~45Kgf.cm (maximum.
@5Stable torgue within accuracy =3%,
@Torque is adjustable. Tarque fixing ring (KC-1)
can be applied to fix the torgue.
@Best choica for assembling the
computer case and tapping screws.

4.0

3.0

%4

Accessories

SKD-8300L/P SKD-8400L/P SKD-8500L/P Torque Fidng Ring | | Torgue Adjuster
B KC-1 -
DC24V or D32V Doz B
55W
6~22 10~30 15-45 5~12
5.22-18.12 8.67-26.02 13.0-38.02 4.34-10.44
0.59-2.16 0.98-2.94 1.47-4.41 0.49-1.18
Suspenaion Rack Spring Balancar
+3% KH-3 KL-1200
Stepless
1000 750 530 2000
700 520 350 =
2.6-4.0 3.0~5.0 4.0-6.0 2.0-3.0
2.0-35 2.6-4.0 3.0-5.0 2.0-25 ‘ Ronar Conimlor
700
269
i i 90" Degre:
W (with black housing) i
v KL-1
{anly "L* type) SKP-3ZHL-B0W
v
Power Controller SKP-32HL-60W

Bit Type == =i



£ [{IMATE SCREW COUNTER (FOR CARBON BRUSH SCREWDRIVERS)
SKP-C32HL [cCounter / Power Supply / Slow-Start]

ecifications _

SKp.C32HL
AC 110V~240V 50/60Hz
DC32V [ 24V 3A /1.8
Power Consumption BOW
Count 1-88
C_ount method_ Count-up/Count-down
Work with Sensor ON"OFF

ON(2Sensor).” OF F(1Sensor)

0-9.9 seconds

Slow-start spead adjustable Rated Speed(60%-~100%)
Running Time limit-LO 0.01-9.99 seconds

Running Time limit-H| 0.1~8.9 seconds
Reminger Mode ON/OFIFF/EF with LED and buzzer
ON/OFF
Sensor/Reset
OK/NG/OKall
EEEEIEResiEl  Speed : HL/LO i Slow-Star
Outside Dimensions 150X48X130(mm)
Weight(Kg) 0.9
ie Power cordX1 Si sion bailX2
Accessories TsnﬂinaIL:I'::X1

Remark

=@ (€ oo

SKD-C2000 Series, SKD-C5000 Series,
SKD-CT000 Series, SKD-CA000 Series,

Applicable Mo

24

External Dimensi

ODD D 150mm

®Auto detect missing screw, screw stripped, floating lock
and wrong choosing of screw
@ Selectable, auto-reset or manual reset

@ The most complete function system such as the setting
for SL, 8C, RC auto reply the output timing AT, LT, HT,
LL. This is the most professional design and choice.

@ Slow-start r.p.m can adjust the criginal r.p.m's
60%~100% by slow-start speed knob.

® Aute-Learning function, to measure the time for screw
fastening, is convenient when the users simulate the time
of the screw fastening for the special screws.

@Expanding 5 sets data memory. The users can chocse
single set to operate or 5 sets to operate cyclically like as
one screwdriver used as 5 in 1. It's the best choice of
screws counter.

@Displaying the quantity of unfinished or fastened screws,
and the users can add external sensor switch to avoid
any mistake from shortage of screw fastening. And it is
able to prompt user automatically while the fastening job
is done as setting. Screw counting is also able to connect
external devices.

@ Setting output input signal (Open Collector) such function
is suitable for semi or full automatic. Production line and
function for contact point of relay, to prevent operator
from improper operation. And make an accurate
calculation by signal of sensor.

@®Enable to connect with external PLC system to make
production line humanistic. Calculate the 5 numMbel
which must be fastened by com to '.__id.,any'

unnecessary neglect of screw f' 5 ? ;
~




DC-TYPE SCREWDRIVERS(FOR SKP-C32HL ONLY) E& [AINATH
SKD-C2000,/5000/7000/8000 Series

SKD-C5200P
SKD-C5300P
SKD-C5300PF

SKD-C2000L
SKD-C2200L
SKD-C2300L

Specifications
Model SKD-C2000L SKD-C2200L SKD-C2300L SKD-C5200L/P SKD-C5300L/P

02-35 05~7 1~10 S 3~16 s
0.18~3.01 0.44~6.10 0.80~8.67 HHeial 2.57~13.89 FE 177650
0.02~0.34 0.05~0.69 0.1~0.98 sk 0.29~1.57 T

1000 1000 Too 1000 1000 2000
700 700 500 700 700 -
1.0-2.3 14-26 1.6~3.0 1.6~3.0 23-35 16-3.0
1.0~2.0 1.4~23 1.6~2.6 16~26 23~35 1.6~2.6
270 270 270 480 480 480
230 230 230

LCi213 LB/222

SKD-C8300P

SKD-CT000L SKD-CTO00P

SKD-CT200L SKD-CT200P SKD-C8400P
y SKD-CTE00L SKD-CTB00P / SKD-C8500P
7 SKD-CTE00LF SKD-CTBO0PF / SKD-C4300LF SKD-CE300PF

8~30 2-10 §~22 L bl 10~30 15~45
13.0~39.02

5~18 7~24
4.34~15.58 6.11-20.8 5.9~26.02 1.77~-B.67 5.22~18.12 4.34-10.44 8.67~26.02

0.49~1.76 0.69~2.35 0.78~2.94 0.2-0.98 0.59~2.16 0.49~1.18 0.98~2.94 1.47~4.41

1000 750 530 2000 1000 2000 750 530
700 520 350 — 700 - 520 350
20~3.5 26~4.0 3.0~-5.0 20~3.0 26~4.0 23~35 3.0~5.0 4.0~6.0
2.0~30 2.6-35 3.0-4.0 20-26 26~35 2.0-30 3.0-45 3.0~50
600 600 600 600 700 700 700 700
Length{mm) 260 260 260 260 269

25



. TORQUE AC-TYPE AUTOMATIC
1IN TRIGGER AND PUSH START CLUTCH TYPE SERIES
SK-3 Series [5K-3120L, SK-3180L, SK-3180LF, SK-3220L, SK-3280L, SK-3280LF]

[ SK-3120P, SK-3180P, SK-3180PF, SK-3220P, SK-3280P, SK-3280PF]

/

@Extra strong magnet.

@Fatigue-resistant for long time using, torque accuracy =3%
@®Compact, light-weight, and easy to operate, improve production

efficiency.

®Best fit for laptop and peripherals operation.
@ Torgue fixable with a fixing ring (KC-6C)
#Conform to EMI, EMC Intermational Safety Standards,

Input Voltage

Torgue Adjustment
Free Speed(r.p.m)

Power Consumption

¢ Size Dia | Machine Screw
(mm} | Tapping Screw
Weight(g)
Length(mm)
i-Static)

SK-3120L SK-3180L OLF SK-3220L  SK-3280L 7 m; Pring Fang
SK-3120P SK-3180P Sk PF SK.3220P SK.3280P
7 = i =
AC110-120V S0VE0Hz AGZ20-240V S0/B0HZ
Lr15-12 Le15-12 L:15-12 L1512
LiP:3~18 LiPi3~18
Pia-12 Fra-1z Pra-12 P:2-12
L+ 1.33-10, L:1.93-10.44 L:133-10.44 L+ 1.33-1044
LIP:2.57-16.46 LP2.57-1646
P11.77-1044 P1TI-10.44 P r177-10.44 P11T7-1044 Suspension Rack
L+045-1.48 L:0A45-148  L=045-148 L+ 045-1.48 il
LIP:0.28-1.86 LiP0.29-1.86
Pi02-118 Pi0Z11B  P:0ZHE P:02-118
3%
Stepless
1000 1000 2000 1000 1000 2000
0.3A 0.3A 0.34 028 028 02A
1.6~3.0 2.6~3.5 2.0~30 1.6~3.0 26~3.5 2.0-3.0
1.6~2.6 2.6~3.0 2.0-28 1.6~2.6 26~3.0 20~2.6
550 550
Li242 Pr2ar
A

‘e ‘Epg S HOgE

BT

External Dimension

SK-3120P

Torque Range Chart |

N.m

=
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118

2 3 4 5 6 7 8
Accessories

Torgue Adjuster
KW-3

Spring Balancer
KL-1200

"5

e

80" Degree
Attachment

KL-2
feanby "L byper)







